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Professionals in many fields count on the
Rolatape® Professional Series. Featuring all
steel construction, a 5-digit ratchet counter,

calibrated wide rubber tire. Warranty - 5 Cat.# 32-400M 32-401M 32-415M 32-416M 32-623M
years. 300 400 401 415 416 623
Wheel Diameter (Circ.) 31.83cm (1m) 381.83cm (1m) 31.83cm (1m) 31.83cm (1m) 31.83cm (1m) 63.66¢cm (2m)
Counter Limit ¥100,000m ¥.0.£100,000m M.0.£100,000 m 2.£100,000m/dm/cm  2£100,000m/dm/cm ¥.0100,000 m
Wheels Single Steel Single Spoked Single Spoked Single Disk Single Disk Single Spoked
Wheel Stand Available (Add “S”) Yes Yes Yes Yes Yes
Handle Insert & Lock Adjustable Adjustable Adjustable Adjustable Adjustable
Wheel Brake - Yes Yes Yes Yes Yes

Other Packages Available including °Dual Counters, as well as £ Extended Model
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Designed to handle the Gat# 32-12M 32-TWINM 32-30M
needs of professionals and MM-12 MM-TWIN MM-30
homeowners alike. While Wheel Diameter (Circ.)  9.7cm (30.48cm) 9.7cm (30.48cm) 29.2cm (3)
maintaining our focus on Counter Reading 9,999.9 m 9,099.9m 9,999.9 m
quality and accuracy, the
Measure Master® Commercial Wheels Single Dual Single
Series features an axle driven Wheel Stand ) ) Yes 32-401M

counter that adds in forward
and subtracts in reverse. Handle 3-Section 3-Section Insert & Lock

Warranty - 3 years.
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Cat.# - - - -
Accurate, well balanced, easily 31-40M 31-20M 31-10M 31-04P Positive Metal
portable for many applications. Wheel Diameter 318mm 97mm 97mm 102mm Handle Latch
CST wheels feature a gear Wheel Type  Aluminum ABS Plastic ABS Plastic ABS Plastic Makes going
driven counter made from wear from storage to
resistant Delrin® enclosed in a Counter Reading 1,000 m/dm 1,000 m/cm 10,000 m/cm No Counter operation easy
weather resistant professional Wheels Single Dual Single Single and fast.
designed housing. Warranty
-1 years. Wheel Stand Yes
Handle Snap-Lock 3-Section 3-Section 1-Section Brake Assembly
Integated Paint System - - - Yes Easy to use
*Add a “-P” when ordering (i.e. 31-308-P) and prevents
movement from
Metric Counter known point.
Large, easy to
PROMARKER® read numbers
Measure and mark while displaying
Ik with ProMarker® icmand 1m
)r:?elljrl\(nils xgn d roMarker = measurements
g wand. C l‘ up to 9999.99 m.
Cat.# 32-PMW 32-30MPM 32-400MPM
Marker Wand MM-30MPM 400MPM
Wheel Diameter (Circ.) - 31.83cm (3)) 31.83cm (1m)
Counter Reading - 10,000 m 100,000 m Solid Steel Wheel
_ _ Solid steel wheel with 1Tm
Wheels n/a Single Single Spoked circumference.
Wheel Stand Yes Yes Yes Strong Metal Stand
Handle Trigger Adj. w/Trigger Adj. w/Trigger Secure on uneven

surfaces and prevents
Wheel Brake - - Yes fatigue and saves time.

BAP Equipment Ltd. www.bapequipment.com Phone:1-800-561-3600





