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775 SC WP3

775
• Mechanical pencil for drawing and writing

• ISO colour coding

• Non-slip rubber grip zone

• Metal clip, push-button and tip

• Pocket-safe thanks to retractable metal 
lead sleeve

• Rigid, cylindrical lead sleeve, ideal for use 
with rulers and templates

• Cushioned lead for high level of break 
resistance

• Easy to refill with “12-a-go” Mars micro 
carbon mechanical pencil leads

• PVC and latex-free eraser and B leads

• 4 line widths

10 pieces per box

775 SC WP3
• Wallet containing 3 Mars micro 775 

mechanical pencils in college colours

• 3 different line widths (0.3 / 0.5 / 0.7 mm)

Spare erasers
77N R52
•  For Mars micro and graphite 779 

mechanical pencils

5 pieces per pack

Spare erasers
77 R56
• For triplus micro mechanical pencil

3 pieces per pack

Mars® micro
774
• Mechanical pencil for writing

• Ergonomic triangular barrel for relaxed and 
easy writing

• Chrome-plated metal tip

• Pocket-safe thanks to retractable lead sleeve

• Lead sleeve slides back while writing – 
additional lead protection

• Extra-long twist eraser for excellent erasing 
results, PVC and latex-free 

• B leads

• Minimal lead wastage – even more 
writing performance as the lead can be used 
up to 95%

• 2 line widths

• Also available in the triplus mobile office 
(See page 57)

10 pieces per box

triplus® micro
774 25 (0.5 mm)

774 27 (0.7 mm)

775 03 (0.3 mm)

775 05 (0.5 mm)

775 07 (0.7 mm)

775 09 (0.9 mm)
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779 05/07
• Mechanical pencil for writing

• Ergonomic rubber grip zone

• Metal clip, push-button and tip

• Pocket-safe thanks to retractable metal 
lead sleeve

• Lead sleeve slides back while writing – 
additional lead protection

• Cushioned lead for high level of break 
resistance

• Easy to refill with “12-a-go” Mars micro 
carbon mechanical pencil leads

• PVC and latex-free eraser and B leads

• 2 line widths, 3 barrel colours

10 pieces per box

Spare erasers
77N R52
• For Mars micro and graphite 779 

mechanical pencils

5 pieces per pack

graphite 779 graphite 777
777
• Mechanical pencil for writing

• Rubberised barrel in frosted transparent 
design

• Break-preventing lead guide

• Extra-large PVC and latex-free eraser and 
B leads

• 2 line widths, 6 barrel colours

10 pieces per box

779 05-2 (0.5 mm)

779 07-2 (0.7 mm)

779 05-3 (0.5 mm)

779 07-3 (0.7 mm)

779 05-9 (0.5 mm)

779 07-9 (0.7 mm)

777 05-61 (0.5 mm)

777 07-61 (0.7 mm)

777 05-33 (0.5 mm)

777 07-33 (0.7 mm)

777 05-8 (0.5 mm)

777 07-8 (0.7 mm)

777 05-4 (0.5 mm)

777 07-4 (0.7 mm)

777 05-3 (0.5 mm)

777 07-3 (0.7 mm)

777 05-5 (0.5 mm)

777 07-5 (0.7 mm)
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763
• Mechanical pencil for writing

• Ergonomic triangular barrel for relaxed and 
easy writing

• Pocket-safe thanks to retractable lead 
sleeve

• Lead sleeve slides back while writing – 
additional lead protection 

• Extra-large PVC and latex-free eraser and 
B leads

• 2 line widths, 3 different models (Noris / 
tradition / graphite) – total of 5 colour 
variations

10 pieces per box

Noris® 763
tradition® 763
graphite 763

255
• Mechanical pencil lead for use on paper 

and drawing card

• Lead content window

• Smooth-gliding lead

• Jet black lines

• Easy to erase

• Suitable for use with all mechanical pencils

• 2 line widths, 2 degrees

• More than 90% from natural raw materials

• Unique ecological manufacturing process 
without PVC or softening agents

• High break resistance due to elastic lead

• Innovative push-button mechanism for 
single-handed use and refilling of 
 individual leads

• Funnel-shaped tip for easy refilling

40 leads per tube

Mars® micro carbon

Innovative single-handed 
refilling
• Hold tube, press push-

button and one lead is 
released

• If the push-button is pressed 
accidentally, the lead can be 
pushed back in by turning 
the tube upside-down and 
pressing the push button a 
second time

Easy refilling system
• Funnel-shaped tip - 

irrespective of lead tube 
diameter

• Lead cannot fall between 
barrel and lead tube

• Advantages:

 - No dropping of lead

 - No black fingers

 - No breaking of lead

STAEDTLER – Expertise in mechanical pencil leads
Quality writing begins with a high 
 graphite content. For a soft, smooth- 
gliding writing feel and jet black lines. 
These advantages, coupled with excellent 
erasability and high break-resistance, 
make writing and technical drawing with 
STAEDTLER mechanical pencil leads 
“Made in Germany“ so extraordinary.

•  STAEDTLER mechanical pencil leads:
More than 90% from natural raw materials

•  Unique ecological manufacturing  process 
– Without PVC or softening agents

•  Bend instead of breaking: High lead 
 elasticity offers  especially high break resistance

  
255 05- 2B HB (0.5 mm)
255 07- 2B HB (0.7 mm)

763 05 S1 (0.5 mm)

763 07 S1 (0.7 mm)

763 05-1 (0.5 mm)

763 07-1 (0.7 mm)

763 05-2 (0.5 mm)

763 07-2 (0.7 mm)
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250 05- 2B B HB F H 2H 3H

    
250 03-    B HB H 2H

    
250 09- B HB

     
250 07- 2B B HB H 2H

   
250 13- HB

       
200- 4B 2B B HB H 2H 4H

   
254 05- 2 3 5

250
•  Mechanical pencil lead for use on paper 

and drawing card

• Smooth-gliding lead

• Jet black lines

• Easy to erase

• Suitable for use with all mechanical pencils

• ISO colour coding

• 5 line widths, up to 7 degrees

• More than 90% natural raw materials

• Unique ecological manufacturing process 
without PVC or softening agents

• High break resistance due to flexible lead

• Simple “12-a-go” refilling for Mars micro, 
graphite 779 and graphite 760

12 leads per tube (1.3 mm: 6 leads)

254
• Coloured mechanical pencil lead also for 

use on matt drafting film and tracing paper
• Easy “12-a-go” refilling for Mars micro
• Suitable for use with all mechanical pencils
• Line width 0.5 mm, 3 colours

12 leads per tube

Mars® micro carbon

Mars® micro color

12-a-go
• The neck of the lead tube is simply inserted into 

the end of the mechanical pencil - all 12 leads 
can be filled into the Mars micro, graphite 779 
or graphite 760 mechanical pencils in one go

• Advantages:
 - No touching of lead
 - No dropping of lead
 - No breaking of lead

ISO colour coding
• The identical colour coding 

of mechanical pencils, 
mechanical pencil leads and 
technical pens facilitates 
recognition of the different 
line widths

0.3 mm

0.5 mm

0.7 mm

0.9 mm

780 C
• Leadholder for drawing, sketching 

and writing

• For 2 mm leads

• With metal clip, push-button and grip zone

• Integrated lead sharpener in push-button 

• HB lead

5 pieces per box

788 C
• Leadholder for drawing, sketching 

and writing

• For 2 mm leads

• With metal clip

• HB lead

10 pieces per box

200
• 2 mm lead for use on paper and 

drawing card

• 130 mm long

• 7 degrees

12 leads per plastic box

Mars® technico

Mars® technico

Mars® carbon

Integrated lead sharpener
• Simply remove the push-

button, insert the lead into 
the metal opening and 
sharpen

(0.5 mm)

(1.3 mm)

(0.9 mm)

(0.7 mm)

(0.5 mm)

(0.3 mm)
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