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Screw Augers
3103

Extra heavy-duty screw-type 
auger. Double-twist fl ighting. 
High carbon steel. Thread-on 
extensions and cross handles sold 
separately.

1-1/2˝ x 12˝ Thread-On Screw Auger
3 lbs. 77560 

Septic Systems 
Handbook
3341

By O. Benjamin Kaplan. Second 
Edition. Covers the engineering, 
soil science, geology and public 
health perspectives. Shows how 
to use basic principles to creatively 
solve practical problems. Full 
facts on systems, leachlines, soils, 
seepage pits, plumbing code, 
certifi cation and more. Hardcover. 
290 Pages.

Septic Systems Handbook
1.75 lbs. 59948 

Thread-On
Similar to nuts and bolts, this system of augers, cross handles, and 
extensions use threaded joints to form solid connections between linked 
items. And, when compared to similar Quick-Connect items, Thread-On 
pieces are slightly less expensive. A special adapter (77617) is available 
which allows Thread-On augers to attach to Quick-Connect handles and 
extensions, reducing breakdown and set-up time. More importantly, Thread-
On components and extensions are the only tools compatible with AMS 
hammer attachments.

Quick-Connect 
If fast breakdown or changeover is important to you, consider AMS’s 
Quick-Connect system. Unique button and hex coupling connectors allow 
Quick-Connect augers, cross handles, and extensions to connect and 
disconnect faster than common Thread-On systems. Keep in mind though, 
Quick-Connect pieces are not interchangeable with Thread-On handles 
or extensions and that Thread-On, not Quick-Connect, components and 
extensions are the only tools compatible with AMS hammer attachments.

Caution – Quick-Connect accessories are designed for use with hand augers only. They should 
never be used in conjunction with the AMS Hammer Attachment.

Regular Auger 
All Stainless Steel 

Thread-On

Mud Auger
All Stainless Steel 
Quick-Connect

Sand Auger
Carbon/Stainless 
Steel Thread-On

Dutch Auger
Carbon Steel 
Thread-On

Thread-On vs. Quick-Connect Systems

Thread-On Auger Buckets
Regular Auger Mud Auger Sand Auger Dutch Auger

Diameter Weight SN $ Weight SN $ Weight SN $ Weight SN
Carbon 
Steel/
Stainless 
Steel

2˝ 1 lb. 77485
2-1/4˝ 2.25 lbs. 78321 $144.20 2.25 lbs. 67367 $163.80 2.25 lbs. 77696
2-3/4˝ 2.5 lbs. 77426 $140.00 2.5 lbs. 77429 $160.70 2.5 lbs. 77432

3˝ 1.5 lbs. 77435
3-1/4˝ 2.75 lbs. 77427 $126.70 2.5 lbs. 77430 $152.50 2.75 lbs. 77433

4˝ 3.75 lbs. 77428 $140.00 3.75 lbs. 77431 $177.00 3.75 lbs. 77434
All 
Stainless 
Steel

2-1/4˝ 1.75 lbs. 77549 $209.00 1.75 lbs. 77550
2-3/4˝ 2.25 lbs. 77547 $208.00 2.25 lbs. 77548
3-1/4˝ 2.75 lbs. 77545 $206.00 2.5 lbs. 77546

4˝ 3.5 lbs. 67365 $223.60 3.5 lbs. 67366
Quick-Connect* Auger Buckets

Regular Auger Mud Auger Sand Auger Dutch Auger
Diameter Weight SN $ Weight SN $ Weight SN $ Weight SN $

Carbon 
Steel/
Stainless 
Steel

2-1/4˝ 2.25 lbs. 77697 $166.90 2.25 lbs. 67368 $183.40 2.25 lbs. 77698
2-3/4˝ 2.5 lbs. 77582 $156.60 2.5 lbs. 77585 $178.20 2.5 lbs. 77588

3˝ 2 lbs. 77594
3-1/4˝ 3.25 lbs. 77583 $144.20 3.25 lbs. 77586 $171.00 3.25 lbs. 77589

4˝ 4 lbs. 77584 $160.70 4 lbs. 77587 $198.80 4 lbs. 77590
All 
Stainless 
Steel

2-1/4˝ 3 lbs. 77595 $226.80 3 lbs. 77598
2-3/4˝ 2.5 lbs. 77596 $224.70 2.5 lbs. 77599
3-1/4˝ 3 lbs. 77597 $223.60 3 lbs. 77600

4˝ 4 lbs. 67363 $246.50 4 lbs. 67364
Replacement Bits – Sold in pairs

Regular Auger Mud Auger Sand Auger Dutch Auger
Diameter Weight SN $ Weight SN $ Weight SN $ Weight SN $

Carbon 
Steel

2-1/4˝ 3 oz. 78319 $43.00 3 oz. 78320
2-3/4˝ 3 oz. 77460 $40.50 3 oz. 77463
3-1/4˝ 5 oz. 77461 $40.50 5 oz. 77464

4˝ 6 oz. 77462
Note: Quick-Connect assembly is cast steel. Remainder is stainless steel.

Standard Soil Auger Buckets... 
Superb Quality – Wide Selection!
3102

Carbon Steel/Stainless Steel Auger Buckets
Auger down to a depth of fi ve feet in just two minutes 
– even in the hardest soils! Select from traditional thread-
on style or quick-connect design that lets you quickly 
connect and disconnect components. Thread-on features 
5/8˝ NC threaded pin coupling. Quick-Connect eliminates 
the problems of stripped or worn threads and the need 
for wrenches. With the Quick-Connect Adapter, you can 
convert thread-on augers to this new design. Two types 
of cutting edges to choose from – for regular sampling 
applications use the Carbon Steel Bit; for applications 
where minimum contamination of your sample is important, 
use the augers with Stainless Steel Bit. On all augers, 
cylinders are stainless steel, 6-1/2˝ long. Overall auger 
length is approximately 12˝. Cutting edges are stelite hard 
surfaced, heat treated, and sharpened to a fi ne cutting 
edge. Use the Regular Auger for sandy or clay loams. For 
heavy, wet clays use the Mud Auger. In dry, loose sand use 
the Sand Auger. The Dutch Auger is for boggy, rooty soils.
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AMS Compact Slide Hammer 
3096

A more compact version of the regular rubber-coated slide hammer. Ideal for 
use in tight areas or for shallow penetration. Length: 19˝, closed; 27˝, extended.

Thread-On 10 lbs. 67349 

� AMS Cross Handles
 3097

Thread-On
Chrome Moly 14 oz. 77446 
Stainless Steel 1 lbs. 67374 
Rubber-coated Chrome Moly 1.25 lbs. 77620 

Quick-Connect
Chrome Moly 1.25 lbs. 77619 
Rubber-coated Chrome Moly 1.5 lbs. 67369 

� AMS Extensions
 3098

Stainless Thread-On , Chrome Thread-On, 
and Chrome Quick-Connect
Maximum strength and minimum torque for tough 
soil sampling conditions. Aircraft-quality chrome 
molybdenum thread-on or quick connect or 
stainless steel thread-on only seamless tubing. 
Extensions may be stacked to 30 feet. 7/8˝ O.D.

AMS Rock Breaker Attachment
3099

Tough chisel design. Breaks rocks and hard pan 
when used with Hammer Attachment. 12˝ Long.

AMS Rock Breaker Attachment 3 lbs. 77422 

AMS Ratchet Cross Handles
3101

Save time and eliminate fatigue with this 16˝ 
ratchet cross handle! Choose from thread-on or 
quick-connect models. Both feature a forward 
and reverse action. Handles are rubber-coated 
for added comfort. Constructed of aircraft-quality 
chrome molybdenum steel.

Thread-On 2 lbs. 77885 
Quick-Connect 2 lbs. 77886 

Thread-On Slide Hammer
6835

Rubber-coated, sliding steel handle. Pounds down for penetration, up for 
extraction of samples. Length: 27˝, closed; 45˝, extended.

AMS Thread-On Slide Hammer 10 lbs. 77454 

�  AMS Quick-Connect 
Accessories

 6836

Replacement Button Ring 1 oz. 77622 
Adapter for attaching thread-on auger 
to quick-connect extensions 1 lbs. 77617 
Repair Kit – 
screw, pin, and spring 1 oz. 77615 

Stainless Steel Thread-On Chrome Moly Thread-On Chrome Moly Quick-Connect
Length Weight SN $ Weight SN $ Weight SN

2´ 1.25 lbs. 67370 $74.70 1.25 lbs. 77580 $50.50 2.5 lbs. 77611
3´ 1.75 lbs. 67371 $76.80 1.75 lbs. 77442 $52.60 2.75 lbs. 77612
4´ 2.25 lbs. 67372 $79.40 2 lbs. 77443 $54.60 3.25 lbs. 77613
5´ 2.75 lbs. 67373 $81.40 2.75 lbs. 77444 $57.20 3.75 lbs. 77614

Stainless Steel 
Thread-On

Chrome Moly 
Quick-Connect

�

�

�
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AMS Basic Soil Sampling Mini Kits
3106

For basic sampling of regular to heavy clay soils.

3-1/4˝ Telescoping 
Augers
3107

Everything you need in one 
convenient piece. 
Simply adjust these chrome 
molybdenum, 3-1/4˝ augers 
anywhere from 54́˝ to 9 ,́ 
and they’re ready to go – no 
extensions, no tools. Available in 
regular and mud models. Comes 
complete with standard auger 
head and cross handle.

3-1/4˝ Telescoping Regular Auger
8 lbs. 78333 
Replacement Head for Regular Auger
2.75 lbs. 77628 
3-1/4˝ Telescoping Mud Auger
7.5 lbs. 78334 
Replacement Head for Mud Auger
2.25 lbs. 77629 
Replacement Pins
1 oz. 78470 

Stainless Steel 
Core Sampling 
Mini Kit
6837

All-stainless steel!
Sampling components are all-
stainless steel, making them ideal 
for obtaining samples with a low 
level of contamination. Kit includes:
one stainless steel 3-1/4˝ regular 
auger, one 2˝ x 6˝ split core sampler 
with a core tip, four stainless steel 
3´ extensions, one stainless steel 
cross handle, one slide hammer, two 
crescent wrenches, and poly-canvas 
case. Sampling components have 
threaded couplings.

AMS Stainless Steel Core Sampling Mini Kit
33 lbs. 77883 

AMS Core Sampling 
Mini Kit
6838

Specially designed for auger 
sampling.
Kit is lightweight for easy carrying 
and convenient storage. Includes:
one regular 3-1/4˝ auger, one 2˝ x 6˝ 
core sampler with hammer, four 3´ 
extensions, one rubber-coated cross 
handle, two crescent wrenches, 
and a poly-canvas case. Sampling 
components feature threaded 
couplings.

AMS Core Sampling Mini Kit
30 lbs. 77884 

Everything you need for basic 
sampling of regular to heavy clay soils 
can be found in these convenient, 
portable mini kits. Each kit comes 
complete with soft, poly-canvas 
case that is durable, waterproof, and 
compact for easy transportation.

 Augers available in 3-1/4˝ or 2-1/4˝ 
sizes, as well as original thread-on 
style or quick-connect design for 
fast, easy set up. Kits contain: one 
regular auger, one mud auger, four 3´ 
extensions, one rubber-coated cross 
handle, and one poly-canvas case.

3-1/4˝ Thread-On Mini Kit
14.75 lbs. 77872 
3-1/4˝ Quick-Connect Mini Kit
20.25 lbs. 77874 
2-1/4˝ Thread-On Mini Kit
13.25 lbs. 77876 
2-1/4˝ Quick-Connect Mini Kit
16 lbs. 77878 
Soil Sampler Carrying Case
1.25 lbs. 77871 
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