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ORPTestr™

3296

Fast, accurate readings 
in the -50 to +1,050mV range.
These meters are microprocessor 
based with a large surface area 
platinum band sensor. Features 
include push button offset adjust for 
keypad adjustment of the reading 
±150mV to standardize the tester, 
“hold” button so you can retain a 
reading until it can be logged, auto-
off after 8-1/2 minutes, and self 
diagnosis error messages which 
indicate low battery and over/under 
range conditions.

Oakton Waterproof ORP Testr
7 oz. 76091 
Replacement Electrode for 76091
2 oz. 76092 

Conductivity 
Calibration Solutions
6708

Single Pouches
Convenient calibration solution 
pouches contain 20 ml of 
calibration solution. Pouches are 
airtight for maximum freshness. 
Accuracy: ±1% at 25°C. NIST 
traceable materials. Twenty 
pouches per box.

447 µS Single
1.25 lbs. 76684 
1,413 µS Single
1.25 lbs. 76685 
2,764 µS Single
1.25 lbs. 76686 
15,000 µS Single
1.25 lbs. 76687 

Pints
Accuracy: ±1% at 25°C. NIST 
traceable materials.

1 Pint Calibration Solution, 447.1 µS
1.5 lbs. 76105 
1 Pint Calibration Solution, 1,413 µS
1.25 lbs. 76115 
1 Pint Calibration Solution, 2,764 µS
1.25 lbs. 76218 
1 Pint Calibration Solution, 12,880 µS
1.25 lbs. 76116 

Waterproof TDS and EC Testrs™

7041

With replaceable electrode 
and push-button calibration.
These microprocessor-based testers are both waterproof and dustproof 
plus they offer ±1% full scale accuracy and push-button calibration! The 
replaceable electrode sensor allows you to reuse the meter body many times 
without losing waterproof protection. Other features include a HOLD function, 
automatic temperature compensation and the full reading is displayed with no 
need to calculate actual readings.

Waterproof TDS Testr, Low 7 oz. 76430 
Waterproof TDS Testr, High 7 oz. 76431 
Waterproof EC Testr, Low 7 oz. 76440 
Waterproof EC Testr, High 7 oz. 76441 
New! Direct Soil EC Probe – Instant, accurate measurement 
of salts in soil media as well as water or nutrient solutions. 
Comes complete with case, calibration standards and battery. 
Resolution: 0.01 mS/cm. Accuracy: ±2%. 
Automatic Temperature Compensation. 1 lb. 76424 
Replacement Electrode for TDS Testrs Low & High 
and EC Testrs Low & High 2 oz. 76432 
Replacement Batteries; six 1.5V Alkaline 2 oz. 76206 

ORPTestr TDS Testr Low TDS Testr High EC Testr Low EC Testr High
Calibration offset up to ±150 mV 1pt. push button 1pt. push button 1pt. push button 1pt. push button
Range -50 to +1,050mV 0 to 1990 ppm 0 to 10 ppt 0 to 1990 µS 0 to 19.90 mS
Resolution 5mV 10 ppm 0.10 ppt 10 µS 0.10 mS
Accuracy ±5mV ±1% full-scale ±1% full-scale ±1% full-scale ±1% full-scale
Temp Operating 32 to 122°F (0 to 50°C) 0 to 50°C 0 to 50°C 0 to 50°C 0 to 50°C

Compensation Automatic Automatic Automatic Automatic
Power Battery Four 1.4V (included) (4) 1.5V (4) 1.5V (4) 1.5V (4) 1.5V

Life 250 hrs. 100 hrs. 100 hrs. 100 hrs. 100 hrs.
Dimensions 6.5˝L x 1.5˝Dia. 6.5˝L x 1.5˝Dia. 6.5˝L x 1.5˝Dia. 6.5˝L x 1.5˝Dia. 6.5˝L x 1.5˝Dia.
Weight 3.25 oz. 3.25 oz. 3.25 oz. 3.25 oz. 3.25 oz.

Deluxe TDS Testr 
Calibration Kit
4121

Includes 2 each of the following 
calibration pouches: 447µS, 
1413 µS, 2764µS, and 15,000 µS. 
Other items included in the kit are a 
sample jar, a miniature screwdriver, 
2 rinse water pouches, a foam-
lined plastic carrying case with 
a place for your tester, and 
instructions. 

Deluxe TDS Testr Calibration Kit
1.5 lbs. 76438 

76424
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Waterproof 
pHTestr 1™ & 2™

3286

The world’s fi rst waterproof pH 
testers that fl oat and feature 
replaceable electrodes!
These waterproof testers allow you to 
perform all the functions of the original 
pHTestr 1 & 2 without worrying about 
damage from water, dust, or rain. 
Both microprocessor-based testers 
feature pushbutton calibrations (@ 
pH 4, 7, and 10), “hold” functions, 
self diagnostic error messages, 
automatic shut-off after 8-1/2 minutes, 
easy-to-read LCD screens, and 
solidly constructed cases with O-ring 
seals. The pH Testr 1 can perform 
1 point calibration at pH 4, 7, or 10. 
The pHTestr 2 also compensates 
for temperature automatically and 
performs 1, 2, and 3 point calibration 
at pH 4 and/or 7 and/or 10 (in any 
order). Batteries and instructions are 
included with each tester.

Waterproof pHTestr 1
6 oz. 76237 

3+ 
Waterproof pHTestr 2
6 oz. 76235 

3+ 
Replacement Batteries; six 1.5V Alkaline
2 oz. 76206 
Waterproof pH Electrode for pHTestr 1
3 oz. 76234 
Waterproof pH Electrode for pHTestr 2
2 oz. 76236 

pH Calibration 
Singles
3290

Labeled with Temperature vs. 
pH reference tables for accurate 
calibration no matter what the 
meter’s calibration capabilities are, 
and they are certifi ed traceable 
to NIST Standard Reference 
Materials. Singles are packed 20 
pouches to a box.

pH Rinse Water Pouches
1.25 lbs. 76458 
20 ml Pouches, pH 4.01
1.25 lbs. 76459 
20 ml Pouches, pH 7.00
1.25 lbs. 76460 
20 ml Pouches, pH 10.00
1.25 lbs. 76461 
20 ml Pouches, Assortment of 20 pouches 
containing 5 each of pH 4, 7, 10 calibration 
solutions and rinse water
1.25 lbs. 76462 

Double Junction 
Waterproof pHTestr®

10, 20 & 30
3752

Easy to read display provides 
results at a glance!
Designed for use in dirty water, heavy 
sulfi des, tris buffers, and organics, 
these double junction pHTestrs 
provide accurate, reliable results. The 
pH electrode is easy to replace, and 
the increased reference gel volume 
assures long electrode life. The large 
LCD display shows mode, automatic 
temperature compensation, and 
battery level. The pHTestr 30 also 
displays temperature in °C or °F in 
addition to pH. The IP67-certifi ed 
housing is waterproof, dustproof, and 
fl oats. Other features include three-
point (USA or NIST) push-button 
calibration with buffer recognition, 
non-volatile EEPROM memory, hold 
function, and auto-off function.

pHTestr 10
6 oz.  76421 

pHTestr 20
6 oz.  76422 

pHTestr 30
6 oz. � 76423 
Replacement pH Electrode
2 oz.  76830 

pH Spear 
Tester
3836

Designed to penetrate
soft and semi-solids!
Tough spear tip glass 
and open pore sensor 
ensures stable and 
accurate readings of 
±0.01 pH. Large dual 
display screen, self-
diagnostic messages, 
non-volatile memory, Hold and Auto-
off functions, microprocessor-based, 
waterproof, and user-replaceable 
double-junction sensors. 

Specifications:

Calibration: up to 3 points; selectable 
buffers, USA – pH 4.01, 7.00, 10.01; NIST 
– pH 4.01, 6.86, 9.18. Range: -1 to 15 pH.
Resolution: 0.01. Accuracy: ±.01. Operating 
temperature: 0°C to 50°C. Power: Battery, 
Four 1.5V “A 76” Micro Alkaline (included); 
Life, More than 500 hours. Dimensions: 6.5˝L 
x 1.5˝Dia. Weight: 3 oz.

Oakton pH Spear Tester
6 oz. 76800 

Replacement Tip
4 oz. 76801 

Portable 
Calibration Kit
6712

For Use with All Oakton®

pHTestr Models
Portable Calibration Kit – Includes sample 
jar, 8 assorted pH and single calibration 
pouches in a foam-lined carrying case.
1.25 lbs. 76100 
Replacement Batteries; six 1.5V Alkaline
2 oz. 76206 

pHTestr 1 pHTestr 2 pHTestr 10 pHTestr 20 pHTestr 30
Calibration 1 point at pH 4, 7, or 10 1, 2, and 3 point 

at pH 4, 7 or 10.0
�3 points at pH 4.01, 
7.00 or 10.01

�3 points at pH 4.01, 
7.00 or 10.01

�3 points at pH 4.01, 
7.00 or 10.01

Range -1.0 to 15.0 pH -1.0 to 15.0 pH -1.0 to 15.0 pH -1.0 to 15.0 pH -1.0 to 15.0 pH; 32°F 
to 122°F (0°C to 50°C)

Resolution 0.1 pH 0.1 pH 0.1 pH 0.01 pH 0.01 pH; 0.1°F/°C
Accuracy ±0.2 pH ±0.1 pH ±0.1 pH ±0.01 pH ±0.01 pH; ±0.9°F 

(±0.5°C)
Temp Operating 32°F to 122°F 

(0°C to 50°C)
32°F to 122°F 
(0°C to 50°C)

32°F to 122°F 
(0°C to 50°C)

32°F to 122°F 
(0°C to 50°C)

32°F to 122°F 
(0°C to 50°C)

Compensation Automatic Automatic Automatic Automatic
Power Included 1.5V 1.5V (4) 1.5V (4) 1.5V (4) 1.5V

Life 24 hrs. 24 hrs. �500 hrs. �500 hrs. �500 hrs.
Dimensions 6-1/2˝L x 1-1/2˝ dia. 6-1/2˝L x 1-1/2˝ dia. 6-1/2˝L x 1-1/2˝ dia. 6-1/2˝L x 1-1/2˝ dia. 6-1/2˝L x 1-1/2˝ dia.
Weight 3-1/4 oz. 3-1/4 oz. 3 oz. 3 oz. 3 oz.

Buffer Solutions 
for pH Meters/
Calibration
6710

One Pint pH 4.01
1.25 lbs. 76126 
One Pint pH 7.00
1.25 lbs. 76104 
One Pint pH 10.01
1.25 lbs. 76127 
One Pint pH/ORP 
Electrode Cleaning Solution
1.25 lbs. 76681 
One Pint pH Electrode Storage Solution
1.25 lbs. 76682 
pH Electrode Saver Bottle
2 oz. 76683 

Oakton®

Carrying Case
Soft vinyl case 
with pocket, 
snap lock 
belt loop, and 
VELCRO® fl ap 
closure. 5.5˝L x 
2˝W x 7.75˝H

Oakton 
Carrying Case
5 oz. 76238
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PurTest™ Bacteria, Nitrate, and Nitrite Water Test

PurTest Bacteria, Nitrate, and Nitrite Water Test 2 oz. 77962 

Eco-Check™

5-in-1 Test Strips
3762

Test for pH, total alkalinity, total hardness, 
nitrate, and nitrite using just one strip!
Eco-Check provides easy one-dip testing of 
freshwater with no powders, liquids, or tablets 
to measure. Each strip is precisely impregnated 
with the chemistries needed to test for pH, total 
alkalinity, total hardness, nitrate, and nitrite. To 
use, just dip one test strip into water for 2 seconds 
without motion. Remove the strip, shake once to 
remove excess water, and wait 25 seconds. At 
1 minute, match the strip to the closest colors to 
obtain individual results for pH, total alkalinity, total 
hardness, nitrate, and nitrite. Bottle of 25 test strips.

Range: pH, 5.5 to 9.5; total alkalinity, 0 to 720 ppm; total 
hardness, 0 to 1,000 ppm; nitrate, 0 to 200 ppm; nitrite, 0 to 20 
ppm. Sensitivity: pH, 0.5; total alkalinity, 40 ppm; total hardness, 
25 ppm; nitrate, 0.5 ppm; nitrite, 20 ppm. Recommended range:
pH, 6.5 to 8.0; total alkalinity, 180 ppm; total hardness, 25 to 75 
ppm; nitrate, 0 to 20 ppm; nitrite, 0 to 0.5 ppm. 

Eco-Check 5-in-1 Test Strips 2 oz. 78025 

Coliscan 
Water Monitoring Kits
3786

PurTest™ Water Tests
4056

With a patented combination of color-producing 
chemicals and nutrients, Coliscan allows for easy 
visual identifi cation of coliforms and E. coli in water. 
When a water sample is added to the Coliscan 
medium, coliform bacteria grow as pink-magenta 
colonies, and E. coli grow as purple-blue colonies. 
Other bacteria usually grow as non-colored 
colonies. Two kits available to meet different 
testing needs.

Coliscan Water Monitoring Kit
Ideal for sample sizes of 1 to 5 ml, this method uses 
Coliscan Easygel to test river water or other samples 
which have a sizable population of coliforms and/or 
E. coli. Just add the water sample (up to 5 ml) 
directly to the bottle of Coliscan Easygel, swirl, pour 
into a pre-treated Easygel petri dish, and incubate 
to obtain results. Kit includes 10 Coliscan Easygel 
bottles, 10 pre-treated Easygel petri dishes, 10 1 
ml droppers, 10 sterile 30 ml collection bottles, and 
instructions.  Performs 10 tests.

Coliscan Water Monitoring Kit 2 lbs. 77038 

Coliscan-MF Water Monitoring Kit
This kit uses membrane fi lters to test larger 
samples of any fi lterable liquid, in particular potable 
water or treated wastewater which contains low 
levels of coliforms or E. coli. As the water sample 
is fi ltered through the membrane fi lter, bacteria 
collect on the surface of the fi lter. The fi lter is then 
placed on a pad saturated with Coliscan-MF liquid 
medium in a petri dish. As the colonies grow, they 
can be counted. Included in the kit are 2 Coliscan-
MF 20 mL bottles, 20 membrane fi lters, 20 petri 
dishes with pads, 20 3 mL droppers, 5 fi lter pad 
units, 1 fi lter apparatus, 1 syringe with hose, and 
instructions.

Coliscan-MF 
Water Monitoring Kit 2 lbs. 77039 
Refi ll Kit for 77039 – Includes 2 Coliscan-MF 
20 mL bottles, 20 membrane fi lters, 20 petri dishes 
with pads, 20 3 mL droppers, 
and 5 fi lter unit pads. 1 lbs. 77040 

PurTest™ Lead Water Test

PurTest Lead Water Test 3 oz. 77963 

Accurately and quickly screen water for dangerous 
levels of lead with this lead test based on EPA 
standards. Perfect for use by water treatment 
dealers, water well drillers, health agencies, and 
utilities. Simply add Lead-a-fi nders (included) to 

water, and place test strip in the reaction bottle. Apply 
Lead-a-cator to test strip for instant results. A pink line 
will appear on the strip if lead content is at or above 
the EPA limit of 15 ppb safe standard. Test time is 
approximately 6 minutes. One test per package.

PurTest™ Pesticide Water Test

PurTest Pesticide Water Test 2 oz. 77959 

Check the safety of drinking water easily with this 
test based on the EPA test method for detecting 
coliform bacteria, nitrate, and nitrite. Ideal for 
health departments, utilities, and inspectors, the 
non-toxic bacteria test is reliable and accurate 
in detecting the presence of dangerous coliform 
bacteria. There is no need for additional laboratory 
equipment. Simply add water directly to the bottle 
of pre-measured test solution, let stand at room 
temperature, and after 48 hours, check the water 
color in the test bottle. A purple color means no 

unsafe bacteria is detected, a yellow color indicates 
unsafe bacteria is present, brown indicates a high 
bacteria level, whether safe or unsafe. One bacteria 
test per package. To test for Nitrate and Nitrite, 
fi ll a glass with water, insert test strip making sure 
each pad is wet, wait 60 seconds for reaction, then 
compare colors to test packet immediately. (Colors 
are stable for only 1 minute.) If color is lighter than 
the EPA standard indicated on package, the water 
is safe. A color darker than the EPA standard 
indicates an unsafe condition. Performs one test.

This EPA-based pesticide test allows you to easily 
monitor water for potentially dangerous levels of 
Triazine pesticides (atrazine, ametryn, propazine, 
prometryn, prometon, simazine, atraton, simetryn, 
cyanazine, tertbuthylazine, desethyl atrazine, 
desisopropyl atrazine, and 2-hydroxy atrazine). 
Reliable and convenient, the test is ideal for health 
agencies, utilities, and other professionals who 

monitor water quality. The test can detect Triazine 
elements down to 3 ppb in less than 8 minutes. 
Just add water to the test vial and insert the test 
strip. A blue indicator pad alerts you that the test is 
complete. Results are easy to interpret. The absence 
or presence of Triazine pesticides is indicated by a 
simple color change. Performs one test.
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