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Horizontal PVC Water Bottle with Case
5010

Collect water samples at any depth without exposing them to light during 
retrieval. Horizontal bottles are specifi cally designed for thin-layer stratifi cation 
and near bottom studies. Messenger-activated release mechanism closes a 
single sampler on the end of a line. Constructed from opaque (gray Schedule 
80) PVC, polyethylene, and silicone, this bottle is intended for general physical, 
chemical, and biological water analysis (excluding trace metals and organics).
Unit includes: 2.2 liter horizontal water bottle, 20.0m nylon cord, line reel, and 
250g solid bronze messenger and plastic carrying case.

2.2 liter Horizontal PVC Water Bottle � 9.5 lbs. 77903 

Horizontal Polycarbonate 
Water Bottle with Case
5011

Specifi cally designed for thin-layer stratifi cation and near bottom studies. 
Collects water samples at any depth. Messenger-activated release 
mechanism closes a single sampler on the end of line. Constructed from 
clear polycarbonate, polyethylene and silicone, this bottle is EPA approved 
for “ultra-clean” analysis of water, including trace metals and organics. Unit 
includes: horizontal water bottle, 20.0m nylon cord, line reel, 250g solid 
bronze messenger, and plastic carrying case.

2.2 liter Horizontal Water Bottle � 9.5 lbs. 77901 

Vertical PVC Water Bottle with Case
5012

For free-fl ushing and “in-series” deployments at any depth without exposing 
samples to light. Messenger-activated release mechanism has integral 
cable clamps allowing samplers to be easily attached to any point on line. 
Constructed from opaque PVC, polyethylene, and silicone, this bottle 
is intended for general physical, chemical, and biological water analysis 
(excluding trace metals and organics). Unit includes:
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Wildco® Acrylic Vertical Kemmerer Kits
2207

Each of these kits features a clear acrylic kemmerer water bottle with silicone 
rubber end seals. Designed so that the water sample touches only plastic 
parts and no metal touches the sample, the kemmerer is ideal for trace metal 
sampling. Kit includes kemmerer water bottle, line, messenger, and carrying 
case. Choose from 1.2 liter or 2.2 liter capacities.

1.2 Liter Kit 11.25 lbs. 77288 
2.2 Liter Kit 15 lbs. 77289 

Solid Braided 
Polyester Rope
3259

Ideal for lowering or retrieving bailers 
in wells. Durable, 3/16˝ polyester rope 
stays fl exible and easy to handle. 
Holds knots well and is not affected by 
UV light. Tensile strength: 620 lbs.

3/16˝ x 100´ Spool
8 lbs. 77909 
3/16˝ x 500´ Spool
5.5 lbs. 83323 
Note: Reel is not included with the 500´ model.

Nylon Braided 
Parachute Cord
3263

Strong, durable, lightweight 3/16˝ 
nylon cord is handy for lowering and 
retrieving bailers and lightweight 
dredges.

100´ Hank, Nylon Braided
6 oz. 83299 

24+ 

2˝ Stainless Steel Vertical Well Sampler
5015

Stainless steel hardware, urethane end seals, high impact urethane trip head. 
600 ml Capacity, 1-5/8˝ diameter, 23-7/8˝ tube length, 35-1/8˝ overall length 
open. Supplied complete with sampler, 200´ of line and messenger.

Wildco 2˝ Stainless Steel Vertical Well Sampler 13.5 lbs. 77241 

Alpha Horizontal 
Water Bottle
5018

Collect water samples at any depth! 
Features fl exible polyurethane end 
seals, transparent acrylic cylinder 
and amber latex closure tubing 
for resistance to sunlight. 2.2 Liter 
capacity. For stratifi cation and near 
bottom studies. Requires line and 
messenger (sold separately).

Horizontal Bottle with Case
12.5 lbs. 77242 
Stainless Steel Messenger
12 oz. 77285 

Accessories
3/16˝ Polyester Solid Braided 100´ Line
8 lbs. 77909 

Beta Plus Horizontal 
Water Bottle
5019

Similar to the Alpha Water Bottles, 
but with rigid, white polyurethane 
end seals, opaque PVC cylinder and 
amber latex tubing for cleanliness. 
Well suited for sampling trace metals 
and trace organics. 2.2 Liter capacity. 
Horizontal style for stratifi cation and 
near bottom studies. Requires line 
and messenger (sold separately).

Beta Plus Bottle Without Case
9 lbs. 77198 
Stainless Steel Messenger
12 oz. 77285 

Accessories
3/16˝ Polyester Solid Braided 100´ Line
8 lbs. 77909 

Student 
Water Sampler
5021

Perfect for student projects!
Water can be sampled from any 
depth as a single-line trigger 
mechanism uses one line to both 
raise and lower sampler as well 
as trigger device to seal collection 
chamber. Effi cient fl ow-through 
design provides ample 1.5 liter 
volume of water for determining 
temperature and dissolved oxygen 
content. Includes 48´ of cord and 
instructions. 3.5˝ Dia. x 1.5 .́

Student Water Sampler
2.75 lbs. 77220 

D.O. Water 
Sampler
5022

Simplifi ed water sampler features 
unique, easy-to-remove 2 oz./60 ml 
collecting bottle designed to work 
directly with the LaMotte Dissolved 
Oxygen Test Kit, eliminating sample 
transfer into a second collecting bottle. 
Samples overfl ow collecting bottle fi ve 
times to ensure greater representation. 
Employing a calibrated line allows 
you to retrieve samples at controlled 
depths. For rapid descent and minimal 
drift in low currents, attach 2 lb. weight 
(included) to sampler. 6˝ Tall sampler 
contains 2-1/2˝ diameter cylinder with 
3-3/8˝ x 3-3/8˝ square top and bottom.

D.O. Water Sampler
3.5 lbs.  76925 
D.O. Test Kit 
1.75 lbs. � 77152 
Replacement Collecting Bottle
6 oz.  76926 

Acrylic Vertical 
Kemmerer Kits

2˝ Stainless Steel 
Vertical Well Sampler

� Extra Charge if Shipped by Air. See Shipping Information for details.
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