
Phone: 1-800-561-3600 or email info@bapequipment.com for current pricing
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YSI® 550A DO Instrument
2337

Provides fast response times!
The rugged, waterproof YSI 550A measures 
dissolved oxygen and temperature simultaneously 
using polarographic technology and YSI 
Temperature Precision™ thermistors. The new 
PE membranes allow for faster response times 
with less stirring dependence. Measurements are 
fast and easy with one-handed operation, easy-
to-use backlit display, automatic push-button 
calibration, and a weighted, quick-sinking probe. 
Other features include fi eld-replaceable DO 
electrode modules, waterproof housing (meets IP-
67 specifi cations), impact-resistant case, 2,000+ 
hours battery life, screw-on cap membranes, 
calibration in either mg/L or % saturation, user-
selectable temperature units (°C or °F), a built-in 
calibration chamber, low-battery indicator, and 
direct compensation for salinity, temperature, and 
altitude. CE compliant. Available with 12-, 25-, or 
50-foot cable lengths.

YSI 550A with 12´ cable � 4.5 lbs. 76355 
YSI 550A with 25´ cable � 4.75 lbs. 76356 
YSI 550A with 50´ cable � 5.5 lbs. 76358 
Probe Reconditioning Kit  1 oz. 76339 
Replaceable DO Module  6 oz. 76347 
Carry Case  2 oz. 76348 
Membrane Kit, (6) 1.25 mil PE 2 oz. 76359 
C cell, single  3 oz. 02181 

YSI® 85 Hand-held Salinity, 
Conductivity, Dissolved 
Oxygen & Temperature System
3297

Rugged, microprocessor-based, hand-held 
digital meter with an attached YSI combination 
conductivity and dissolved oxygen probe. The 
conductivity portion of the probe is a four electrode 
cell with a cell constant of 5.0 cm/±4% while the 
dissolved oxygen portion is a polarographic Clark-
type sensor that uses cap membranes. DO readings 
are automatically compensated for salinity and 
temperature. Unit’s non-volatile memory stores up 
to 50 data sets. Other features of the YSI 85 include 
autoranging, a bright backlit display, an automatic 
function check, and a large display that always 
shows temperature along with your dissolved 
oxygen, conductivity, temperature-compensated 
conductivity or salinity reading. The YSI 85 is 
powered by 6 AA batteries (included) which provide 
about 100 hours of operation (display warns when 
batteries are low).

YSI 85 with 10´ Cable � 4 lbs. 76288 
YSI 85 with 25´ Cable � 4.5 lbs. 76289 
YSI 85 with 50´ Cable � 5 lbs. 76290 
Carrying Case 
for 10´ & 25´ Models  1.75 lbs. 76233 
Pelican Waterproof Case 
for 50´ Model  8.75 lbs. 35717 
Membrane Kit  3 oz. 76245 

YSI® 55 
Dissolved Oxygen Meter
3298

A complete dissolved oxygen system.
The YSI® Model 55 simultaneously displays 
temperature in degrees Celsius and dissolved 
oxygen in either mg/L or % air saturation with 
all readings being temperature compensated. 
Compensation for barometric pressure is 
automatically calculated by entering in your local 
altitude, and salinity compensation is automatic 
once you enter the approximate salinity of your 
sample in parts per thousand. Even fi eld calibration 
can be easy due to a built in calibration chamber 
with a small sponge. The YSI 55 features a large, 
easy-to-read, back-lit LCD, a strain relief where the 
probe connects to the cable, and error messages 
on the LCD that help pinpoint problems and 
possible causes. Includes six AA size batteries 
which provide approximately 100 hours of 
operation.

Model 55 with 12´ Cable � 3.75 lbs. 76231 
Model 55 with 25´ Cable � 4.25 lbs. 76232 
Model 55 with 50´ Cable � 4.5 lbs. 76247 
Carrying Case 
for 12´ & 25´ Models  1.75 lbs. 76233 
Pelican Waterproof Case 
for 50´ Model  8.75 lbs. 35717 
Replacement Membranes 
(2) and KCL Filling Solution  2 oz. 76175 

Specifi cations
YSI® 85 YSI® 55 YSI® 550A

Range Dissolved Oxygen 0 to 200%/0 to 20 mg/L 0-20 mg/L/0-200% air saturation/
-5°C to +45°C oxygen temp.

0% to 500% air saturation; 
0 to 50 mg/L; -5°C to 45°C

Conductivity 0 to 499.9 µS/cm, 0 to 4999 µS/cm, 
0 to 49.99 mS/cm, 0 to 200.0 mS/cm

Salinity 0 to 80 PPT
Temperature -5°C to 65°C -5°C to 45°C -5°C to 45°C

Resolution Dissolved Oxygen 0.1%/0.01 mg/L 0.01 mg/L dissolved oxygen/0.1% air saturation/0.1°C 0.1% air saturation or 1% selectable; 
0.01 mg/L or 0.1 mg/L selectable; 0.1°C

Conductivity 0.1 µS/cm, 1.0 µS/cm, 0.01 mS/cm, 0.1 mS/cm
Salinity 0.1 PPT
Temperature 0.1°C 0.1°C 0.1°C

Accuracy Dissolved Oxygen ±2%/0.3 mg/L ±0.3 mg/L/±2% air saturation/±0.2°C 0% to 200%: ±2% air sat. or ±2% of reading, 
whichever is greater; 200% to 500%: ±6% of reading; 
0 to 20 mg/L: ±0.3 mg/L or ±2% of reading, whichever 
is greater; 20 to 50 mg/L: ±6% of reading; ±0.3°C

Conductivity ±0.5% full scale
Salinity ±2% or ±0.1 PPT
Temperature ±0.1°C(±1 Isd) ±0.2°C ±0.3°C

Salinity Compensation Yes 0 to 40 ppt (manually entered) Yes
Altitude Compensation Yes 0 to 10,000 feet (manually entered) Yes
Temperature Compensation Automatic Automatic Automatic
Power 6 AA (included) 6 AA (included) 4 C cell batteries
Battery Life 100 hours 100 hours over 2,000 hours
Dimensions 2.2˝ thick x 3.5˝W x 9.5˝H 2.2˝ thick x 3.5˝W x 9.5˝H 4.7˝W x 9˝L

 Instrument DO Module

� Metric
� Combination English and Metric

Forestry Suppliers, Inc. Catalog 57 www.forestry-suppliers.com Fax 800.543.4203 Orders 800.647.5368 287

Environmental Science

http://www.forestrysuppliers.com



